W-36
B - ~50 ug/l

high - 7400 ug/1 201
1600 pg/l 11/1/16

low PID throughout
B - 320 pg/l

high PID - 8 ppm

well 205-230 ft ) w12 : . v - isz43 205-220 ft
mcrc?asmg benzene UWBZ-28/152-51 PID 1176 at 160 £t sulfate 130 mg/i
high - 35 ug/l 170-195 ft/215-225 PID461at 175 ft
WT 1193 ‘

+dye 185 ft B-820 ug/l
PID 1665 175 ft
225 ft - B-160 pg/ke

B-270,000 ug/l?

L5Z-29
8 - 580 pg/l
3 gal recovere

W-38
B - <0.40 g/l
May 2015 high - 340 ug/

{PID 1179-1426 ppm
1215-225 ft
5 j

LSZ-14
8 ~370 pg/l
61 gal recovered

210-220
210 ft B - 1300 pg/kg

2.2 ft LNAPL

+dye 210 ft +dye 220 Ht
bottom of borehole 220

8 - 5500 ug/l
1300 pg/t 11/1/16 0.04 ft LNAPL
152-49 ft 9/20
21?&23;{ L52-39
B+- 3%%0 ug/t 80galr red 220-230 ft
LS5Z-12 +dye at211 ft
B - 320 pg/l B - 8700 pg/l

UWBZ33/152-48

L5Z-57 170-190 & 75 gal recovered, 11ft B - 870
PID20-70PPM | pich 5 6900 gl PID 1265 170 ft
- PID 1604, + dye 175
well 205230 e pgs 2100 KE/! 9/7/16 415 406, dye 10 B - 11,000 ig/!
WT 1193.5 PID high to 225 ft high 18,000 1o/
. iSz.48 14 ft +E§'Zeléigog sulfate 1.4 mg/l w-24
T - ,000 pg/k W-24
B.- 2200 ugfi high 15 pug/i 6/8/15
gal t:covered . 0.5 ug/! 9/6/16
sheen A v
210-230 £t B-6.7 pug/l 10/10/16 o WT ;191‘9
220-230R .
% dye 210 ft low PID
PID 1710 B-14 ug/1 9/13/16
8 - 3900 pg/ 0.32 ug/i 10/26/16
211 ft B<1900 puglks

- LNAPL

Legend
& Proposed Extraction Well Location
Proposed Injection Well Location
&  Extraction Well Location
&  Injection Well Location
& Groundwater Monitoring Well Location

—»—% Fance Line

"1 $T012 Site Boundary

WT  Water Table Elevation

Motes:

STO12-MW12  Monioring Well ldentification
EBR Enhanced Bioremediation
LSZ Lower Saturated Zone

Draft Final Addendum #2
Remedial Design/Remedial Action
Work Plan
Site STO12 - Former Willlams Air Force Base
Mesa, Arizona

EBR Injection, Extraction, and
Monitoring Well Locations - LS8Z
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